


CADD NOTE 4





The following steps should be performed to set up the Diamond StealthPro video card to handle higher resoultions for monitors that support a higher resolution.  NOTE: The WIN 486 machines received in the fall of 1993 have the Diamond StealthPro video card.  This needs to be done only once.  To check if this setup has been done already, follow the steps on page 2 for either Windows Setup or AutoCAD Setup and check if resolution is 1024x768.





1.	Enter the following commands.


		C:


		CD \STL\UTIL


		STLMODE


2.	The configuration program will load.  If not, the program may need to be installed from the original disks (see material that came with the computer).


3.	Select Monitor and then Custom.


4.	You need to select each resolution below and select the listed color and frequency combination.  Use the correct set of resolutions for the monitor you are using.





	For the DELL UltraScan 21FS (21") monitor 


		Resolution	Colors		Frequencies (hor.Khz,vert.hz)


 		640x480		256		31.5 , 60.0


		640x480		32K/65K	31.5 , 60.0


		640x480		16M		31.5 , 60.0


		800x600		16/256		37.9 , 60.0


		800x600		65K		37.9 , 60.0


		1024x768	16/256		56.5 , 70.0


		1280x1024	16/256		64.0 , 60.0





	For the Mitsubishi SD5500C (14") monitor 


		Resolution	Colors		Frequencies (hor.Khz,vert.hz)


 		640x480		256		37.6 , 72.0


		640x480		32K/65K	37.6 , 72.0


		640x480		16M		37.6 , 72.0


		800x600		16/256		48.1 , 72.0


		800x600		65K		48.1 , 72.0


		1024x768	16/256		58.1 , 72.0





5.	After selecting each of the items above, you are asked to center the box on the screen.  Do this using the arrow keys.  In some instances, you may also need to use the adjustments on the monitor to center the image.  When centered, press Enter.


6.	When finished with all the resolutions, press Escape to exit and save the settings.








For setting up Windows and AutoCAD, see back of this sheet.


�



Windows Setup


1.	Load Windows.


2.	Double-click on "Main" program icon.


3.	Double-click on "Control Panel" icon.


4.	Double-click on "Stealth Pro" icon.


5.	Select desired resolution and settings


	(suggested - 1024x768, 256 colors, large font)


6.	Click on OK.


7.	Select "Use Current".


8.	Select "Restart Windows".








	








AutoCAD Setup


1.	Load AutoCAD.


2.	At command prompt, enter CONFIG   .


3.	Press a key until you reach the configuration menu.


4.	Select  "3. Configure video display."


a.	Do you want to select a different one?  Answer No.


5.	Press a key on TurboDLD Deluxe intro screen to go to the TurboDLD Deluxe Main Menu.


6.	Select "Graphics Board/Resolution".


7.	Select "Display Resolution".


8.	Select "1024x768 256 color".


9.	Escape back to Main Menu and select "Save and Exit".


10.	Press Enter to accept defaults for next 4 questions.


11.	Once back at the configuration menu, select "0 Exit to Drawing Editor".


12.	Answer Yes to keep configuration changes.
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